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DETAILED ACTION 

This Office action is in response to Applicant's appeal brief filed 7/20/2005. Examiner 
has withdrawn the finality of the office action mailed 3/16/2005 in order to more clearly address 
the terminal concentrator and multiplexer limitations of claims 12-25. Accordingly this action is 
made NON-FINAL. Claims 1-26 are presented for examination. 

Drawings 

The drawings are objected to because the components of figures 1 and 2 are not labeled in 
such a way that one of ordinary skill in the art could determine the functionality of each 
component without referring to the specification. Corrected drawing sheets in compliance with 
37 CFR 1 . 121(d) are required in reply to the Office action to avoid abandonment of the 
application. Any amended replacement drawing sheet should include all of the figures appearing 
on the immediate prior version of the sheet, even if only one figure is being amended. The figure 
or figure number of an amended drawing should not be labeled as "amended." If a drawing 
figure is to be canceled, the appropriate figure must be removed from the replacement sheet, and 
where necessary, the remaining figures must be renumbered and appropriate changes made to the 
brief description of the several views of the drawings for consistency. Additional replacement 
sheets may be necessary to show the renumbering of the remaining figures. The replacement 
sheet(s) should be labeled "Replacement Sheet" in the page header (as per 37 CFR 1.84(c)) so as 
not to obstruct any portion of the drawing figures. If the changes are not accepted by the 
examiner, the applicant will be notified and informed of any required corrective action in the 
next Office action. The objection to the drawings will not be held in abeyance. 



Application/Control Number: 09/941,329 
Art Unit: 2153 



Page 3 



Claim Rejections - 35 USC §103 
The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

1 . Claims 1, 3-6 are rejected under 35 U.S.C. 103(a) as being unpatentable over Zhu et al. (U.S. 
Patent Number 6,691,154, hereinafter "Zhu") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Sarin et al. ("Computer-based real-time conferencing 
systems", hereinafter "Sarin"). 

In considering claims 1, 4, and 5 Zhu discloses a method for managing a plurality of 
console devices over a network, comprising the steps of: 

□ providing a plurality of console devices interconnected over a hardwired network 
(Col 2, lines 63-65); 

□ checking an availability of one of the console devices (Col 4, lines 1-6); 

□ requesting a shared session of the checked console device (Col 4, lines 5 -6); 

□ starting the shared session (Col 3, lines 55-58) via an addressable connection (Col 
3, lines 54-55); 

□ accessing the console device on a peer to peer basis over the hardwired network 
during the shared session (Col 5, lines 42-47). 

□ performing system console access of the console device (Col 5, lines 42-47), 
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□ wherein the software layer of the console device can be accessed (Col 5, lines 42- 
47). 

In considering accessing the hardware layer of the console device, Zhu fails to disclose a 
user is capable of accessing the hardware layer of a console device. However, it was well known 
in the art at the time of the invention to remotely control both the hardware and software layers 
of console device, as evidenced by Powderly. In an analogous art, Powderly discloses remotely 
controlling a console device where both the hardware and software layers of the console device 
can be accessed through an adapter card placed in the console device (Powderly Col 5, lines 33- 
43). In the Powderly system remote access functionality is not provided by any software running 
within OS but rather through the adapter card placed within the console device, Zhu discloses 
that remote access console access may be provided through either hardware, software and/or a 
combination of the two (Zhu Col 6, lines 65-67 and Col 8, lines 6-13). It would have been 
obvious to one of ordinary skill in the art at the time of the invention to include the adapter card 
disclosed by Powderly within the Zhu system since Zhu discloses remote console access can be 
through hardware (Zhu Col 6, lines 65-67) and further such a configuration allows for remote 
control of the console device even when the operating system of the console device is 
unavailable (Powderly Col 5, lines 38-43). 

In considering the creation of shared remote control sessions, while Zhu discloses a 
method for requesting a shared session of the checked console device, Zhu fails to disclose 
requesting a shared session of the checked console device from a current user of the console 
device. However, it was widely known in the art that there are various methods for creating 
collaborative-shared sessions as evidenced by Sarin. Sarin discloses a collaboration system 
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where users request to join a collaborative-shared session and the request is approved or denied 
by a participant in the currently in the session (Sarin pg 38, Col 1, If 1). Thus, given the 
teachings of Sarin, it would have been obvious to one of ordinary skill in the art at the time of the 
invention to design the Zhu system to allow a user already connected to a console device to 
accept or reject another user's request for a shared session, in order to allow a user already 
connected to a console device to restrict access to the shared session on a case by case basis. 

In considering claim 3, Zhu discloses the method of claim 1, where the shared session is 
started from a remote location (Col 2, lines 19-21). 

2. In considering claim 6, Zhu discloses the method of claim 7 wherein the console devices are 
computer systems (Col 2, lines 19-21). 

3. Claims 2 and 7-8 are rejected under 35 U.S.C. 103(a) as being unpatentable over Zhu et al. 
(U.S. Patent Number 6,691,154, hereinafter "Zhu") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter 
"Isfeld") and Sarin et al. ("Computer-based real-time conferencing systems", hereinafter 
"Sarin"). 

In considering claims 2 and 7-8, Zhu discloses a method for managing a plurality of 
console devices over a network, comprising the steps of: 

□ providing a plurality of console devices interconnected over a network (Col 2, 
lines 63-65); 

□ checking an availability of one of the console devices (Col 4, lines 1-6); 

□ requesting a shared session of the checked console device (Col 4, lines 5 -6); 
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□ starting the shared session (Col 3, lines 55-58) via an addressable connection (Col 
3, lines 54-55); 

□ accessing the console device on a peer to peer basis over the network during the 
shared session (Col 5, lines 42-47). 

□ performing system console access of the console device (Col 5, lines 42-47). 

□ wherein the software layer of the console device can be accessed (Col 5, lines 42- 
47). 

In considering accessing the hardware layer of the console device, Zhu fails to disclose a 
user is capable of accessing the hardware layer of a console device. However, it was well known 
in the art at the time of the invention to remotely control both the hardware and software layers 
of console device, as evidenced by Powderly. In an analogous art, Powderly discloses remotely 
controlling a console device where both the hardware and software layers of the console device 
can be accessed through an adapter card placed in the console device (Powderly Col 5, lines 33- 
43). In the Powderly system remote access functionality is not provided by any software running 
within OS but rather through the adapter card placed within the console device. Zhu discloses 
that remote access console access may be provided through either hardware, software and/or a 
combination of the two (Zhu Col 6, lines 65-67 and Col 8, lines 6-13). It would have been 
obvious to one of ordinary skill in the art at the time of the invention to include the adapter card 
disclosed by Powderly within the Zhu system since Zhu discloses remote console access can be 
through hardware (Zhu Col 6, lines 65-67) and further such a configuration allows for remote 
control of the console device even when the operating system of the console device is 
unavailable (Powderly Col 5, lines 38-43). 
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In considering serial port networks, while Zhu discloses a method for managing a 
plurality of console devices over a network as discussed above, Zhu fails to discuss the use of a 
hard-wired serial port network. Nevertheless, the use of various network connections such as 
Ethernet, serial, etc. was well known in the art at the time of the invention, as evidenced by 
Isfeld. Isfeld disclosed a network system that uses numerous network connections including 
serial port networks (Col 4, line 62 - Col 5, line 4). Thus, given the teaching of Isfeld, it would 
have been obvious to one of ordinary skill in the art to design the Zhu system to incorporate 
various network connections including serial port connections, in order to accommodate multiple 
networking and console devices which use different types of network interfaces and given that 
Zhu discloses that the system can be implemented using other computer systems and/or 
computer architectures (Zhu Col 7, lines 9-10). 

In considering the creation of shared remote control sessions, while Zhu discloses a 
method for requesting a shared session of the checked console device, Zhu fails to disclose 
requesting a shared session of the checked console device from a current user of the console 
device. However, it was widely known in the art at the time of the invention that there are 
various methods for creating collaborative-shared sessions, as evidenced by Sarin. Sarin 
discloses a collaboration system where users request to join a collaborative-shared session and 
the request is approved or denied by a participant in the currently in the session (Sarin pg 38, Col 
1, \ 1). Thus, given the teachings of Sarin, it would have been obvious to one of ordinary skill in 
the art to design the Zhu system to allow a user already connected to a console device to accept 
or reject another user's request for a shared session, in order to allow a user already connected to 
a console device to restrict access to the shared session on a case by case basis. 
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In considering claim 8, Zhu discloses the method of claim 7 wherein the console devices 
are computer systems (Col 2, lines 19-21). 

4. Claims 9-1 1 are rejected under 35 U.S.C. 103(a) as being unpatentable over Zhu et al. (U.S. 
Patent Number 6,691,154, hereinafter "Zhu") and Powderly et al, (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter 
"Isfeld") and Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

In considering claims 9-11, Zhu discloses a method for managing a plurality of console 
devices over a network, comprising the steps of: 

□ providing a plurality of console devices interconnected over a hardwired network 
(Col 2, lines 63-65); 

□ requesting a shared session of one of the console devices (Col 4, lines 5 -6); 

□ starting the shared session (Col 3, lines 55-58) via an addressable connection (Col 
3, lines 54-55); 

□ accessing the console device on a peer to peer basis over the network during the 
shared session (Col 5, lines 42-47) 

□ wherein the software layer of the console device can be accessed (Col 5, lines 42- 
47). 

In considering accessing the hardware layer of the console device, Zhu fails to disclose a 
user is capable of accessing the hardware layer of a console device. However, it was well known 
in the art at the time of the invention to remotely control both the hardware and software layers 
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of console device, as evidenced by Powderly. In an analogous art, Powderly discloses remotely 
controlling a console device where both the hardware and software layers of the console device 
can be accessed through an adapter card placed in the console device (Powderly Col 5, lines 33- 
43). In the Powderly system remote access functionality is not provided by any software running 
within OS but rather through the adapter card placed within the console device. Zhu discloses 
that remote access console access may be provided through either hardware, software and/or a 
combination of the two (Zhu Col 6, lines 65-67 and Col 8, lines 6-13), It would have been 
obvious to one of ordinary skill in the art at the time of the invention to include the adapter card 
disclosed by Powderly within the Zhu system since Zhu discloses remote console access can be 
through hardware (Zhu Col 6, lines 65-67) and further such a configuration allows for remote 
control of the console device even when the operating system of the console device is 
unavailable (Powderly Col 5, lines 38-43). 

In considering hardwired serial port networks, while Zhu discloses a method for 
managing a plurality of console devices over a network as discussed above, specifically over an 
addressable IP-based network such as the internet (Col 3, lines 54-55), Zhu fails to discuss the 
use of a hardwired serial port network. However, the use of various network connections such 
as Ethernet, serial, etc. connected in a hybrid form was well known in the art as evidenced by 
Isfeld. Isfeld discloses a hybrid network system (Col 4, line 56) that uses numerous network 
connections including serial ports (Col 4, line 62 - Col 5, line 4). Thus, given the teaching of 
Isfeld, it would have been obvious to one of ordinary skill in the art to design the Zhu system to 
incorporate a hybrid of network connections, including Ethernet and serial port networks, in 
order to accommodate multiple networking and console devices which use different types of 
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network interfaces given that Zhu discloses that the system can be implemented using other 
computer systems and/or computer architectures (Zhu Col 7, lines 9-10). 

In considering the creation of shared remote control sessions, while Zhu discloses a 
method for requesting a shared session of one of the console devices, Zhu fails to disclose a 
current user of one of the console devices inviting a new user to join a shared session of the 
console device. However, it is widely known in the art that there are various methods for 
creating collaborative-shared sessions as evidenced by Thompson. Thompson discloses a 
collaboration method where a user in a collaborative shared session invites other users to join the 
shared session (Thompson 1J1 15, li nes 16-21). Thus, given the teachings of Thompson, it would 
have been obvious to one of ordinary skill in the art to design the Zhu system to allow a user 
already connected to a console device to invite another user into a shared session, in order to 
allow a user already connected to a console device to notify other users that a shared session 
exits and that their presence is requested. 

5. Claims 12, 15-18, 20, 21-22, and 24 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Zhu et al. (U.S. Patent Number 6,691,154, hereinafter "Zhu") and Powderly et 
al. (U.S. Patent Number 6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent 
Number 6,160,819; hereinafter "Partridge"). 

In considering claims 12 and 20, Zhu discloses a system for managing a console device in 
a network, comprising: 

□ a system server (Remote conferencing server) (Figure 1, Component 102); 

□ a console device connected to system server (Figure 1, Component 106); 
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□ 



a program product stored on the system server for allowing users to open a shared 



session and access the console device (Col 7, lines 56-65 and Col 



5, lines 42-47); 



□ 



wherein the software layer of the console device can be accessed (Col 5, lines 42- 



47). 



In considering accessing the hardware layer of the console device, Zhu fails to disclose a 
user is capable of accessing the hardware layer of a console device. However, it was well known 
in the art at the time of the invention to remotely control both the hardware and software layers 
of console device, as evidenced by Powderly. In an analogous art, Powderly discloses remotely 
controlling a console device where both the hardware and software layers of the console device 
can be accessed through an adapter card placed in the console device (Powderly Col 5, lines 33- 
43). In the Powderly system remote access functionality is not provided by any software running 
within OS but rather through the adapter card placed within the console device. Zhu discloses 
that remote access console access may be provided through either hardware, software and/or a 
combination of the two (Zhu Col 6, lines 65-67 and Col 8, lines 6-13). It would have been 
obvious to one of ordinary skill in the art at the time of the invention to include the adapter card 
disclosed by Powderly within the Zhu system since Zhu discloses remote console access can be 
through hardware (Zhu Col 6, lines 65-67) and further such a configuration allows for remote 
control of the console device even when the operating system of the console device is 
unavailable (Powderly Col 5, lines 38-43). 

Zhu also failed to disclose that a terminal concentrator server is connected to the system 
server, a multiplexer is connected to the terminal concentrator server, and the console device is 
connected to the multiplexer. Nonetheless it was widely known in the art at the time of the 
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invention to connect various devices through a terminal concentrator server and multiplexer, as 
evidenced by Partridge. In a similar networking system, Partridge disclosed a networking 
system where console devices (e.g. Figure 1, Computers 102-108) are connected to a multiplexer 
(Figure 1, Component 1 12) and the multiplexer is connected to a terminal concentrator server 
(Figure 1, Component 1 14) (also see Col 5, lines 49-54). Partridge further disclosed that such a 
configuration allows for high speed, low latency data transmission and is especially useful in 
conferencing systems (Col 5, lines 56-59), Thus, given the teachings of Partridge, it would have 
been obvious to one of ordinary skill in the art at the time of the invention modify the system of 
Zhu to include a multiplexer and terminal concentrator between the console device and system 
server, since such a configuration reduces network latency and is especially useful in 
conferencing systems such as the remote control conferencing system of Zhu. 

In considering claims 15 and 24, Zhu discloses that the system server and console devices 
are connected via an addressable connection (Col 3, lines 55-58). 

In considering claims 16 and 22, Zhu discloses the systems of claims 12 and 20 wherein 
the console device is a computer system (Figure 1). 

In considering claims 17 and 21, Zhu discloses the systems of claims 12 and 20 wherein 
the shared session is opened via an addressable connection (Col 3, lines 55-58). 

In considering claim 18, Zhu discloses the system of claim 1, wherein the console device 
is accessed by the users on a peer to peer basis (Col 5, lines 42-47). 
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6. Claims 13-14, and 23 are rejected under 35 U.S.C. 103(a) as being unpatentable over Zhu et 
al. (U.S. Patent Number 6,691,154, hereinafter "Zhu") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent Number 6,160,819; 
hereinafter "Partridge") as applied to claims 12 and 20 above, and in further view of Isfeld et al, 
(U.S. Patent Number 5,483,640, hereinafter "Isfeld"). 

In considering claims 13-14 and 23, while Zhu discloses a method for managing a 
plurality of console devices over a network as discussed above, Zhu fails to discuss the use of a 
serial port network. However, the use of various network connections such as Ethernet, serial, 
etc. is well known in the art as evidenced by Isfeld. Isfeld discloses a hybrid network system 
(Col 4, line 56) that uses numerous network connections including serial ports (Col 4, line 62 - 
Col 5, line 4). Thus, given the teaching of Isfeld, it would have been obvious to one of ordinary 
skill in the art to design the Zhu system to incorporate a variety of network connections, 
including serial port networks, in order to accommodate multiple networking and console 
devices which use different types of network interfaces. 

7. Claims 19 and 25 are rejected under 35 U.S.C. 103(a) as being unpatentable over Zhu et al. 
(U.S. Patent Number 6,691,154, hereinafter "Zhu") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent Number 6,160,819; 
hereinafter "Partridge") as applied to claims 12 and 20 above, and in further view of: 

□ Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter "Isfeld"); 

□ Sarin et al. ("Computer-based real-time conferencing systems", hereinafter "Sarin"). 
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□ Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

In considering serial port networks, while Zhu discloses a method for managing a 
plurality of console devices over a network as discussed above, Zhu fails to discuss the use of a 
serial port network. However, the use of various network connections such as Ethernet, serial, 
etc. was well known in the art as evidenced by Isfeld. Isfeld discloses a hybrid network system 
(Col 4, line 56) that uses numerous network connections including serial ports (Col 4, line 62 - 
Col 5, line 4). Thus, given the teaching of Isfeld, it would have been obvious to one of ordinary 
skill in the art to design the hu system to incorporate a variety of network connections, including 
serial port networks, in order to accommodate multiple networking and console devices which 
use different types of network interfaces. 

In considering the creation of shared remote control sessions, while Zhu discloses a 
method for requesting a shared session of one of the console devices (Col 10, lines 54-58), Zhu 
fails to disclose a current user of one of the console devices inviting a new user to join a shared 
session of the console device. However, it is widely known in the art that there are various 
methods for creating collaborative-shared sessions as evidenced by Thompson. Thompson 
discloses a collaboration method where a user in a collaborative shared session invites other 
users to join the shared session (Thompson ^1 15, lines 16-21). Thus, given the teachings of 
Thompson, it would have been obvious to one of ordinary skill in the art to design the Zhu 
system to allow a user already connected to a console device to invite another user into a shared 
session, in order to allow a user already connected to a console device to notify other users that a 
shared session exits and that their presence is requested. 



Application/Control Number: 09/941,329 Page 15 

Art Unit: 2153 

In further considering the creation of shared remote control sessions, Zhu fails to disclose 
requesting a shared session of a console device from a current user of a console device. 
However, it is widely known in the art that there are various methods for creating collaborative- 
shared sessions as evidenced by Sarin. Sarin discloses a collaboration system where users 
request to join a collaborative-shared session and the request is approved or denied by a 
participant in the currently in the session (Sarin pg 38, Col 1, U 1).. Thus, given the teachings of 
Sarin, it would have been obvious to one of ordinary skill in the art to design the Zhu system to 
allow a user already connected to a console device to accept or reject another user's request for a 
shared session, in order to allow a user already connected to a console device to restrict access to 
the shared session on a case by case basis. 

Therefore Zhu, Powderly, and Partridge in view of Isfeld, Sarin, and Thompson discloses 
a program product stored on a recordable medium for managing a plurality of console devices 
interconnected over a hardwired serial port network, which when executed, comprises: 

□ program code configured to access one of a plurality of console devices (Zhu, Col 
7, lines 56-65 and Col 5, lines 42-47) on a peer to peer basis (Zhu Col 5, lines 42- 
47) over a hardwired serial port network (Isfeld Col 4, line 64); 

□ program code configured to invite a user to join a shared session of one of a 
plurality of console devices (Thompson HI 15, lines 16-21) interconnected over a 
hardwired serial port network (Isfeld Col 4, line 64); 

□ program code configured to request a shared session from a current user of one of 
a plurality of console devices (Sarin pg 38, Col 1, \ 1) interconnected over a 
hardwired serial port network (Isfeld Col 4, line 64); 



Application/Control Number: 09/941,329 Page 16 

Art Unit: 2153 

a program code configured to delegate control of a console device during a shared 
session (Zhu, Col 6, lines 47-60); 

□ and program code configured to regain delegated control of a console device 
(Zhu, Col 6, lines 47-60) and (Sarin pg 38 Col 1, last U completed in Col 2). Zhu 
does not explicitly state regaining delegated control however Sarin does explicitly 
state such delegation through a chairperson. 

□ wherein both the hardware and software layer of the console device can be 
accessed (Powderly Col 5, lines 33-43). 

8. Claim 26 is rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. (U.S. 
Patent Number 6587125, hereinafter "Paroz"), and 

□ Powderly et al. (U.S. Patent Number 6,560,641, hereinafter "Powderly"); 

□ Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter "Isfeld"); 

□ Sarin et al, ("Computer-based real-time conferencing systems", hereinafter "Sarin"). 

□ Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

Claim 26 is rejected using similar rationale as applied to claims 19 and 25. 
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9. Claims 1, 3-6 are rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. 
(U.S. Patent Number 6587125, hereinafter "Paroz") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Sarin et al. ("Computer-based real-time conferencing 
systems", hereinafter "Sarin"). 

In considering claims 1, 4, and 5 Paroz discloses a method for managing a plurality of 
console devices over a network, comprising the steps of: 

□ providing a plurality of console devices interconnected over a hardwired network 
(Figure 1, Component 17) (Col 7, lines 51-54, first computing devices); 

□ checking an availability of one of the console devices (Col 8, lines 16-18); 

□ requesting a shared session of the checked console device (Col 8, lines 12-15); 

□ starting the shared session (Col 8, lines 19-24) via an addressable connection (Col 
7, lines 48-51); 

□ accessing the console device on a peer to peer basis over the hardwired network 
during the shared session (Col 7, lines 1-4). 

□ performing system console access of the console device (Col 8, lines 34-39), 

□ wherein the software layer of the console device can be accessed (Col 8, lines 34- 
39). 

In considering accessing the hardware layer of the console device, Paroz fails to disclose 
a user is capable of accessing the hardware layer of a console device. However, it was well 
known in the art at the time of the invention to remotely control both the hardware and software 
layers of console device, as evidenced by Powderly. In an analogous art, Powderly discloses 
remotely controlling a console device where both the hardware and software layers of the 
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console device can be accessed through an adapter card placed in the console device (Powderly 
Col 5, lines 33-43). In the Powderly system remote access functionality is not provided by any 
software running within OS but rather through the adapter card placed within the console device 
which allows for control of the hardware layer. It would have been obvious to one of ordinary 
skill in the art at the time of the invention to include the adapter card disclosed by Powderly 
within the Paroz system since such a configuration allows for remote control of the console 
device even when the operating system of the console device is unavailable (Powderly Col 5, 
lines 38-43). 

In further considering the creation of shared remote control sessions, Paroz fails to 
disclose requesting a shared session of a console device from a current user of a console device. 
However, it is widely known in the art that there are various methods for creating collaborative- 
shared sessions as evidenced by Sarin. Sarin discloses a collaboration system where users 
request to join a collaborative-shared session and the request is approved or denied by a 
participant in the currently in the session (Sarin pg 38, Col 1, U 1). Thus, given the teachings of 
Sarin, it would have been obvious to one of ordinary skill in the art to design the Paroz system to 
allow a user already connected to a console device to accept or reject another user's request for a 
shared session, in order to allow a user already connected to a console device to restrict access to 
the shared session on a case by case basis. 

In considering claim 3, Paroz discloses the method of claim 1, where the shared session is 
started from a remote location (Col 8, lines 40-42). 

10. In considering claim 6, Paroz discloses the method of claim 7 wherein the console devices 
are computer systems (Col 8, lines 40-42). 
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1 1 . Claims 2 and 7-8 are rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. 
(U.S. Patent Number 6587125, hereinafter "Paroz") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter 
"Isfeld") and Sarin et al. ("Computer-based real-time conferencing systems", hereinafter 
"Sarin"). 

In considering claims 2 and 7-8, Paroz discloses a method for managing a plurality of 
console devices over a network, comprising the steps of: 

□ providing a plurality of console devices interconnected over a hardwired network 
(Figure 1, Component 17) (Col 7, lines 51-54, first computing devices); 

□ checking an availability of one of the console devices (Col 8, lines 16-18); 

□ requesting a shared session of the checked console device (Col 8, lines 12-15); 

□ starting the shared session (Col 8, lines 19-24) via an addressable connection (Col 
7, lines 48-51); 

□ accessing the console device on a peer to peer basis over the hardwired network 
during the shared session (Col 7, lines 1-4). 

□ performing system console access of the console device (Col 8, lines 34-39), 

□ wherein the software layer of the console device can be accessed (Col 8, lines 34- 
39). 

In considering accessing the hardware layer of the console device, Paroz fails to disclose 
a user is capable of accessing the hardware layer of a console device. However, it was well 
known in the art at the time of the invention to remotely control both the hardware and software 
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layers of console device, as evidenced by Powderly. In an analogous art, Powderly discloses 
remotely controlling a console device where both the hardware and software layers of the 
console device can be accessed through an adapter card placed in the console device (Powderly 
Col 5, lines 33-43). In the Powderly system remote access functionality is not provided by any 
software running within OS but rather through the adapter card placed within the console device 
which allows for control of the hardware layer. It would have been obvious to one of ordinary 
skill in the art at the time of the invention to include the adapter card disclosed by Powderly 
within the Paroz system since such a configuration allows for remote control of the console 
device even when the operating system of the console device is unavailable (Powderly Col 5, 
lines 38-43). 

In considering serial port networks, while Paroz discloses a method for managing a 
plurality of console devices over a network as discussed above, specifically over an addressable 
IP-based network (Col 7, lines 47-54), Paroz fails to discuss the use of a serial port network. 
However, the use of various network connections such as Ethernet, serial, etc. was well known in 
the art as evidenced by Isfeld. Isfeld discloses a hybrid network system (Col 4, line 56) that uses 
numerous network connections including serial ports (Col 4, line 62 - Col 5, line 4). Thus, given 
the teaching of Isfeld, it would have been obvious to one of ordinary skill in the art to design the 
Paroz system to incorporate a variety of network connections, including serial port networks, in 
order to accommodate multiple networking and console devices which use different types of 
network interfaces. 

In further considering the creation of shared remote control sessions, Paroz fails to 
disclose requesting a shared session of a console device from a current user of a console device. 
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However, it is widely known in the art that there are various methods for creating collaborative- 
shared sessions as evidenced by Sarin. Sarin discloses a collaboration system where users 
request to join a collaborative-shared session and the request is approved or denied by a 
participant in the currently in the session (Sarin pg 38, Col 1, U 1). Thus, given the teachings of 
Sarin, it would have been obvious to one of ordinary skill in the art to design the Paroz system to 
allow a user already connected to a console device to accept or reject another user's request for a 
shared session, in order to allow a user already connected to a console device to restrict access to 
the shared session on a case by case basis. 

In considering claim 8, Paroz discloses the method of claim 7 wherein the console 
devices are computer systems (Col 8, lines 40-42). 

12. Claims 9-1 1 are rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. (U.S. 
Patent Number 6587125, hereinafter "Paroz") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter 
"Isfeld") and Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

In considering claims 9-11, Paroz discloses a method for managing a plurality of console 
devices over a network, comprising the steps of: 

a providing a plurality of console devices interconnected over a hardwired network 
(Figure 1, Component 17) (Col 7, lines 51-54, first computing devices); 

□ requesting a shared session of the checked console device (Col 8, lines 12-15); 
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□ starting the shared session (Col 8, lines 19-24) via an addressable connection (Col 
7, lines 48-51); 

□ accessing the console device on a peer to peer basis over the hardwired network 
during the shared session (Col 7, lines 1-4). 

□ wherein the software layer of the console device can be accessed (Col 8, lines 34- 
39). 

In considering accessing the hardware layer of the console device, Paroz fails to disclose 
a user is capable of accessing the hardware layer of a console device. However, it was well 
known in the art at the time of the invention to remotely control both the hardware and software 
layers of console device, as evidenced by Powderly. In an analogous art, Powderly discloses 
remotely controlling a console device where both the hardware and software layers of the 
console device can be accessed through an adapter card placed in the console device (Powderly 
Col 5, lines 33-43). In the Powderly system remote access functionality is not provided by any 
software running within OS but rather through the adapter card placed within the console device 
which allows for control of the hardware layer. It would have been obvious to one of ordinary 
skill in the art at the time of the invention to include the adapter card disclosed by Powderly 
within the Paroz system since such a configuration allows for remote control of the console 
device even when the operating system of the console device is unavailable (Powderly Col 5, 
lines 38-43). 

In considering serial port networks, while Paroz discloses a method for managing a 
plurality of console devices over a network as discussed above, specifically over an addressable 
IP-based network (Col 7, lines 47-54), Paroz fails to discuss the use of a serial port network. 
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However, the use of various network connections such as Ethernet, serial, etc. was well known in 
the art as evidenced by Isfeld. Isfeld discloses a hybrid network system (Col 4, line 56) that uses 
numerous network connections including serial ports (Col 4, line 62 - Col 5, line 4). Thus, given 
the teaching of Isfeld, it would have been obvious to one of ordinary skill in the art to design the 
Paroz system to incorporate a variety of network connections, including serial port networks, in 
order to accommodate multiple networking and console devices which use different types of 
network interfaces. 

In considering the creation of shared remote control sessions, while Paroz discloses a 
method for requesting a shared session of one of the console devices (Col 10, lines 54-58), Paroz 
fails to disclose a current user of one of the console devices inviting a new user to join a shared 
session of the console device. However, it is widely known in the art that there are various 
methods for creating collaborative-shared sessions as evidenced by Thompson. Thompson 
discloses a collaboration method where a user in a collaborative shared session invites other 
users to join the shared session (Thompson 1J1 15, lines 16-21). Thus, given the teachings of 
Thompson, it would have been obvious to one of ordinary skill in the art to design the Paroz 
system to allow a user already connected to a console device to invite another user into a shared 
session, in order to allow a user already connected to a console device to notify other users that a 
shared session exits and that their presence is requested. 

13. Claims 12, 15-18, 20, 21-22, and 24 are rejected under 35 U.S. C. 103(a) as being 
unpatentable over Paroz et al. (U.S. Patent Number 6587125, hereinafter "Paroz") and Powderly 
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et al. (U.S. Patent Number 6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent 
Number 6,160,819; hereinafter "Partridge"). 

In considering claims 12 and 20, Paroz discloses a system for managing a console device 
in a network, comprising: 

□ a system server (web server) (Figure 1, Component 15) (Col 7, lines 47-51); 

□ a console device connected to system server (Figure 1, Component 17) (Col 7, 
lines 51-54, first computing device); 

□ a program product stored on the system server for allowing users to open a shared 
session and access the console device (mediator) (Col 7, line 64 - Col 8, line 7); 

□ wherein the software layer of the console device can be accessed (Col 5, lines 42- 
47). 

In considering accessing the hardware layer of the console device, Paroz fails to disclose 
a user is capable of accessing the hardware layer of a console device. However, it was well 
known in the art at the time of the invention to remotely control both the hardware and software 
layers of console device, as evidenced by Powderly. In an analogous art, Powderly discloses 
remotely controlling a console device where both the hardware and software layers of the 
console device can be accessed through an adapter card placed in the console device (Powderly 
Col 5, lines 33-43). In the Powderly system remote access functionality is not provided by any 
software running within OS but rather through the adapter card placed within the console device 
which allows for control of the hardware layer. It would have been obvious to one of ordinary 
skill in the art at the time of the invention to include the adapter card disclosed by Powderly 
within the Paroz system since such a configuration allows for remote control of the console 
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device even when the operating system of the console device is unavailable (Powderly Col 5, 
lines 38-43). 

Paroz also failed to disclose that a terminal concentrator server is connected to the system 
server, a multiplexer is connected to the terminal concentrator server, and the console device is 
connected to the multiplexer. Nonetheless it was widely known in the art at the time of the 
invention to connect various devices through a terminal concentrator server and multiplexer, as 
evidenced by Partridge. In a similar networking system, Partridge disclosed a networking 
system where console devices (e.g. Figure 1, Computers 102-108) are connected to a multiplexer 
(Figure 1, Component 1 12) and the multiplexer is connected to a terminal concentrator server 
(Figure 1, Component 1 14) (also see Col 5, lines 49-54). Partridge further disclosed that such a 
configuration allows for high speed, low latency data transmission and is especially useful in 
conferencing systems (Col 5, lines 56-59). Thus, given the teachings of Partridge, it would have 
been obvious to one of ordinary skill in the art at the time of the invention modify the system of 
Paroz to include a multiplexer and terminal concentrator between the console device and system 
server, since such a configuration reduces network latency and is especially useful in 
conferencing systems such as the remote control conferencing system of Paroz. 

In considering claims 15 and 24, Paroz discloses that the system server and console 
devices are connected via an addressable connection (Col 7, line 54). Any added networking 
components in the system, such as a multiplexer as described above, would be connected via an 
addressable connection, since Paroz uses addressable connections end to end in his system (Col 
7, lines 47-54). 



Application/Control Number: 09/941 ,329 Page 26 

Art Unit: 2153 

In considering claims 16 and 22, Paroz discloses the systems of claims 12 and 20 wherein 
the console device is a computer system (Col 6, line 65). 

In considering claims 17 and 21, Paroz discloses the systems of claims 12 and 20 wherein 
the shared session is opened via an addressable connection (Col 7, lines 48-51). 

In considering claim 18, Paroz discloses the system of claim 1, wherein the console 
device is accessed by the users on a peer to peer basis (Col 7, lines 1-4). 

14. Claims 13-14, and 23 are rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz 
et al. (U.S. Patent Number 6587125, hereinafter "Paroz") and Powderly et al. (U.S. Patent 
Number 6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent Number 6,160,819; 
hereinafter "Partridge") as applied to claims 12 and 20 above, and in further view of Isfeld et al. 
(U.S. Patent Number 5,483,640, hereinafter "Isfeld"). 

In considering claims 13-14 and 23, while Paroz discloses a method for managing a 
plurality of console devices over a network as discussed above, specifically over an addressable 
IP-based network (Col 7, lines 47-54), Paroz fails to discuss the use of a serial port network. 
However, the use of various network connections such as Ethernet, serial, etc. is well known in 
the art as evidenced by Isfeld. Isfeld discloses a hybrid network system (Col 4, line 56) that uses 
numerous network connections including serial ports (Col 4, line 62 - Col 5, line 4). Thus, given 
the teaching of Isfeld, it would have been obvious to one of ordinary skill in the art to design the 
Paroz system to incorporate a variety of network connections, including serial port networks, in 
order to accommodate multiple networking and console devices which use different types of 
network interfaces. 
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15. Claims 19 and 25 are rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. 
(U.S. Patent Number 6587125, hereinafter "Paroz") and Powderly et al. (U.S. Patent Number 
6,560,641, hereinafter "Powderly") and Partridge et al. (U.S. Patent Number 6,160,819; 
hereinafter "Partridge") as applied to claims 12 and 20 above, and in further view of: 

□ Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter "Isfeld"); 

a Sarin et al. ("Computer-based real-time conferencing systems", hereinafter "Sarin"). 

□ Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

In considering serial port networks, while Paroz discloses a method for managing a 
plurality of console devices over a network as discussed above, specifically over an addressable 
IP-based network (Col 7, lines 47-54), Paroz fails to discuss the use of a serial port network. 
However, the use of various network connections such as Ethernet, serial, etc. was well known in 
the art as evidenced by Isfeld. Isfeld discloses a hybrid network system (Col 4, line 56) that uses 
numerous network connections including serial ports (Col 4, line 62 - Col 5, line 4). Thus, given 
the teaching of Isfeld, it would have been obvious to one of ordinary skill in the art to design the 
Paroz system to incorporate a variety of network connections, including serial port networks, in 
order to accommodate multiple networking and console devices which use different types of 
network interfaces. 

In considering the creation of shared remote control sessions, while Paroz discloses a 
method for requesting a shared session of one of the console devices (Col 10, lines 54-58), Paroz 
fails to disclose a current user of one of the console devices inviting a new user to join a shared 
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session of the console device. However, it is widely known in the art that there are various 
methods for creating collaborative-shared sessions as evidenced by Thompson. Thompson 
discloses a collaboration method where a user in a collaborative shared session invites other 
users to join the shared session (Thompson ^[1 15, lines 16-21). Thus, given the teachings of 
Thompson, it would have been obvious to one of ordinary skill in the art to design the Paroz 
system to allow a user already connected to a console device to invite another user into a shared 
session, in order to allow a user already connected to a console device to notify other users that a 
shared session exits and that their presence is requested. 

In further considering the creation of shared remote control sessions, Paroz fails to 
disclose requesting a shared session of a console device from a current user of a console device. 
However, it is widely known in the art that there are various methods for creating collaborative- 
shared sessions as evidenced by Sarin. Sarin discloses a collaboration system where users 
request to join a collaborative-shared session and the request is approved or denied by a 
participant in the currently in the session (Sarin pg 38, Col 1, 1f 1). Thus, given the teachings of 
Sarin, it would have been obvious to one of ordinary skill in the art to design the Paroz system to 
allow a user already connected to a console device to accept or reject another user's request for a 
shared session, in order to allow a user already connected to a console device to restrict access to 
the shared session on a case by case basis. 

Therefore Paroz, Powderly, and Partridge in view of Isfeld, Sarin, and Thompson 
discloses a program product stored on a recordable medium for managing a plurality of console 
devices interconnected over a hardwired serial port network, which when executed, comprises: 
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□ program code configured to access one of a plurality of console devices (Paroz, 
mediator Col 7, line 49) on a peer to peer basis (Col 7, lines 1-4) over a hardwired 
serial port network (Isfeld Col 4, line 64); 

□ program code configured to invite a user to join a shared session of one of a 
plurality of console devices (Thompson fll 15, lines 16-21) interconnected over a 
hardwired serial port network (Isfeld Col 4, line 64); 

a program code configured to request a shared session from a current user of one of 
a plurality of console devices (Sarin pg 38, Col 1,^1) interconnected over a 
hardwired serial port network (Isfeld Col 4, line 64); 

□ program code configured to delegate control of a console device during a shared 
session (Paroz, Col 10, lines 64-67); 

□ and program code configured to regain delegated control of a console device 
(Paroz, Col 10, lines 64-67) and (Sarin pg 38 Col 1, last If completed in Col 2), 
Paroz does not explicitly state regaining delegated control however Sarin does 
explicitly state such delegation through a chairperson. 

□ wherein both the hardware and software layer of the console device can be 
accessed (Powderly Col 5, lines 33-43). 



16. Claim 26 is rejected under 35 U.S.C. 103(a) as being unpatentable over Paroz et al. (U.S. 
Patent Number 6587125, hereinafter "Paroz"), and 

□ Powderly et al. (U.S. Patent Number 6,560,641, hereinafter "Powderly"); 

□ Isfeld et al. (U.S. Patent Number 5,483,640, hereinafter "Isfeld"); 
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□ Sarin et al. ("Computer-based real-time conferencing systems", hereinafter "Sarin"). 

□ Thompson et al. (U.S. Patent Application Publication Number 2002/0075303, 
hereinafter "Thompson"). 

Claim 26 is rejected using similar rationale as applied to claims 19 and 25. 

Response to Arguments 
In response to Applicant's request for reconsideration filed on 2/7/2005, the following 
factual arguments are noted: 

a. Zhu fails to suggest accessing the console device on a peer to peer basis. 

b. Paroz does not disclose a terminal concentrator server or multiplexer. 

In considering (a), Examiner respectfully disagrees with Applicant. Both the claimed 
invention and Zhu similarly connect through a server to a remote console device for remote 
control, system server 1 1 in the claim invention and remote conferencing server 1 1 in Zhu. Both 
implementations employ a client server architecture, thus both fail to establish a true peer to peer 
connection. Applicant is encouraged to refer to figure 1 of Zhu and figure 1 of the claimed 
invention which show the analogous architectures utilized. 

In considering (b), Examiner agrees with Applicant, however the argument is moot in 
view of the new grounds of rejection set forth. 
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Conclusion 



2. The prior art made of record, in PTO-892 form, and not relied upon is considered pertinent 
to applicant's disclosure. 

3, This office action is made NON-FINAL. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Sean Reilly whose telephone number is 571-272-4228. The 
examiner can normally be reached on M-F 8-5. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Glen Burgess can be reached on 571-272-3949. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-9306. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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Primary Examiner 



